MAST ARM TO BE 2” SCHD. 40
PIPE 0.154” MIN. WALL THICKNESS
1/47 x 31/27, 41/2 " or
59/16 ” DIA. STEEL PLATE

_6” (WP) PHOTO ELECTRIC CONTROL RECEPTACLE
. \ 131/4” E/
|

e 4 or 6 RADIUS [ —
,hi "N - B
o ‘© ”
| LEVELING PAD > | 13 1/2 i
31/2 " 0.D. PIPE N ) YA C
/x 0.188” THICK—"] VLR R conebuLe 4 E‘ \ (POLE CLEARANCE)
5 B or |
EUWA/LZM,A%TDW;EE l a PIPE, 0.203” MIN. WALL THICKNESS < \ 3 4
x 0.188” THICK . SINGLE MAST ARM FOR 1 1/4"
| 2" SCHD. 40 TO 27 PIPE
41/2 " 0D. PIPE | X 0194 THK. MAST ARM TO BE 1 1/4 ” SCHD. 40 )
< 0120" THICK ) PIPE 0.154” MIN. THICKNESS 6” (typ.)
DUAL MAST TYPE:
° 59/16 7 0.0. PIPE/ [ 1/4 7 x 51/2 " DIA
hel x 0.134” THICK STEEL PLATE 6 RAD (t ) ACCEPTED LUM‘NA‘RE TYPES
WELD SRRLE (OR APPROVED EQUAL)
5 9/16 " 0.D. PIPE 5 9/16 " 0.D. FIPES LUMINAIRE TYPE A B c
/x 0.134” THICK—=1 | < 01347 THICK M—250 A2 CUTOFF SERIES |6 1/227 1/2|12"
gué*;SMﬁ%TDW;EE 2U§>8M,,ASJDW;EE T M—250 R2 CUTOFF SERIES |5 3/4[26 1/4|16”
x 0.188" THICK x 0.188" THICK —"] gﬂg/g% ’MECHWEQLULLETH%KE‘ESES SPECIFICATION FEATURES:
oy L (¢ Al AL ( DUAL MAST 'ARM 1) POWER/MODULE BALLAST ASSEMBLY FOR M—256 A2 ONLY.
7 \ 7 | | 7 / | ) 2) 11/2 7 TO 2" FOUR— BOLT SLIPFITTER.
SEE FOUNDATION DETAIL (SHEET 2 of 2) 5 3) DIE—CAST ALUMINUM HOUSING WITH ELECTROCOAT GRAY
r——‘ PAINT FINISH.
(WOOD POLE) 4) ADJUSTABLE MOGUL BASE SOCKET.
MNTG. | uoy | 5 9/16]” 41/2 1 31/2 7 POLE 5) ALGLAS FINISH ON REFLECTOR.
HGT. PIPE PIPE PIPE HEIGHT - J 6) NO—TOOL PE RECEPTACLE.
’ e o g g P 7) PLUG—IN STARTING AID.
28 |4-6) 10-0 o e 5 MAST ARM TO BE 2" SCHD. 40 8% TRUE 90 DEGREE CUTOFF.
30 | 4-67] 100 7-9 7'-9 256" | | . PIPE, 0.154” MIN. WALL THICKNESS
o oo 10-0 ST g ST N 9) EXTERNAL STAINLESS STEEL BAIL LATCH.
" MOUNTING BRACKET PER CURRENT
i UTILITY COMPANY SPECIFICATIONS
NOTE: f COILED CONDUCTOR (18" MIN.)

FOR PAINT SPECIFICATIONS SEE
STREET LIGHTING SPECIFICATION

WOOD DISTRIBUTION POLE MOUNTING
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4.5" or 6.5 CANTILEVER
MAST ARM

WELD

WELD (CONTINUOUS
& GROUND SMOOTH)

THREE 1/2 " ALLEN HEAD
j 12" MINIMUM SET SCREWS SPACED 120

24" DIAMETER FOUNDATION

2” RADIUS (typ)

10 1/2 7 DIAMETER BOLT CIRCLE DEGREES APART HORIZ.

& 1 1/2 7 APART VERT:

10" x 10" x 17 BASE PLATE

5 11/2 "
POLE JOINTS
412
1" HOLE WITH
BASE PLATE SECTION 1 NUMBERS TO BE TWO NEOPRENE INSERT ——=°
INCHES IN HEIGHT & i
3 SPACED ONE INCH 1/4 ” HOLE DRILLED 11/16 7 THRU HOLE
7' ABOVE GRADE| 7 APART VERTICALLY AND TAPPED 20 T

RECTANGULAR REINFORCED

4” x 6”7 HAND HOLE W/ COVER MAST ARM CONNECTION
GROUND NUT
POLE NUMBER LOCATIONS
6 SIDEWALK OR SOIL
J FOUNDA—HON NOTES DRILL @ TAP 1/4 ”
h = " 1. 3000 P.S.. CLASS A CONCRETE PLACED NEXT TO FOR GROUNDING LUG
4 UNDISTURBED EARTH. HAND HOLE COVER
) < /¥ 2.4 — 7/8 7 x 36” GALVANIZED ANCHOR BOLTS WITH LEVELING .
127 MIN. RADI—] ~ TO J—BOX NUTS & WASHERS. TACK WELD NUTS TO WASHERS AND WASHERS @i
> ||z - . TO BASE PLATE AFTER TIGHTENING. (2 1/2 " PROJECTION) :
A 2 1/2 " CONDUIT i ©
i"‘d”/—- > - 3.1 1/2 7 THICK EMBECO GROUT #636 OR APPROVED EQUAL.
@‘4 > > E 4. UNSTABLE SOILS, AND/OR POLE HEIGHTS OVER 40’, SHALL 57
4 ¢ A @ REQU\)RE SPECIAL ENGINEERING. 6" ABOVE CRADE
. 5. A 25 COIL OF NO. 4 STRANDED A.W.G. BARE COPPER CONDUCTOR
@\ =) = 10 SHALL BE INSTALLED BEFORE THE CONCRETE IS POURED. IT SHALL BE )
~a CONNECTED TO POLE GROUNDING SCREW IN THE BASE OF THE POLE. 1/2 7 BREATHER HOLE
A iy 6. ALL FINISHED POLE FOUNDATIONS SHALL BE CHAMFERED, AND
@i 4 AT SIDEWALK GRADE UNLESS OTHERWISE NOTED. PENETRATIONS
g 7. THIS FOUNDATION MAY ALSO BE USED FOR DUAL MAST ARM POLES.

FOUNDATION SECTION
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